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1. Introduction

Mac and Unix printing to the KIP Monochrome and Color systems is accomplished via standard LPD/LPR
printing. On Mac systems, a standard Postscript output is directed to queue name on the KIP KCS. On Unix
systems, the application responsible for print output can be directed to transmit any of the compliant file formats to
the queue name of the KIP KCS. On the KIP KCS, each queue name is configured for several print options such
as scaling, folding/stamping, copy count, and media type.

System Requirements

Current Macintosh systems such as OSX are compatible with LPD/LPR output and it is mainly necessary to verify
the file format exported to file (TIF, JPEG, PDF, EPS/PS) for use in PrintPro.Net or file data transmitted via
LPD/LPR (usually Postscript) to the KIP KCS.

Unix systems mainly require that the application output any of the accepted formats that the KIP systems are
compatible with including HPGL, HPGL/2 ,HP-RTL, Monochrome TIF and Cals Group 4, TIF (Grayscale or Color),
JPEG, PDF, and EPS/PS.

This document refers to printing to the KIP 770K, 7170K, 7570K, 7970K, 700, 800 and 900 Series KIP
Systems.
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2. Configuring a TCP/IP Desktop printer in Macintoch OS X

There are two mains methods of printing from Macintosh based systems to KIP Monochrome and Color systems.

Method #1 — Print to file, then use PrintPro.Net

Step Action lllustration

In the first method, the operator uses the Macintosh application to generate an acceptable file format (PDF, PS/EPS,
Jpeg, TIF etc) and then uses PrintPro.Net via the Macintosh web browser to send the print data. No additional setup or
configuration is required on the Mac or KCS system. Simply export to an acceptable file format and open the browser on
the Mac and type in the IP address of the KIP system. Add the files to print and use any of the following print parameters:

Copy Count

Change Page Size via Percentage or Force Size
Color vs Monochrome setting (for KIP Color systems)
Collated set

Recall and reprint

Save job/recall job

KIP Track Accounting data

Manage the Print Queue (Admin)

Alter the Printer Settings (Admin)

1. | On Mac graphics application: Export file to local drive.

# InDesign G Edit layout Type Object Table
@ 5 New »
| _ Open... ®O _
(TIF’PDF’Jpeg’EPS/PS) X3 -183025 M sr\:seinsridse... o [: m-‘ =
=0 [ Open Recent rE%as
800 r n...
Ll I l ?::a:eur:ei“:viw... L——
L] IE Close BW
& Save =5
I+ Save As...
T, Check
NIiE Save a Copy... s
. Revert
&, Place... ®D
X, i Place from Buzzword. ..
(= Impaort XML...
:f Adobe PDF Presets »
J“ ] Export for >
2. | On Mac — Use Safari or other web browser to access =

KIP PrintPro.NET via IP address of printer, choose
files and Submit a job
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Method #2 — Direct Printing from Mac application to the KIP

Step Action lllustration

In this method, the operator will use the Macintosh systems built-in Postscript output to transmit Postscript data via
LPD/LPR to a specific queue name located on the IPS. The Macintosh system can generate large format page sizes
based on reading the page sizes from the KIP PPD (Postscript Printer Definition File). Each queue name on the KCS can
be strictly setup for a series of parameters:

e Copy Count

e Percentage/Force Size

e Color/ Monochrome

The setup process will require an admin or technician to access the KIP KCS and also the knowledge of adding the KIP
PPD to the Mac system. Each LPD/LPR Queue can contain 1 set of print parameters configured by the admin and cannot
be altered from the Macintosh based system prior to printing. Note: this is the least flexible method of printing but it does
allow direct printing from the application. Note: for the KIP systems — it is necessary to purchase the “KIP PDF/PS” option
for Postscript printing.

1. For the KIP Color
systems — It is Key Code: | Enter KeyCode Here |

necessary to _
purchase the “KIP Keycode: OK

PDF/PS” option for

Postscript printing. @ Standard System 800 Series @ Scan (for 800 series)
— () PDF/PS 800 series & Technical Print Pkg (for 800...
@ Accounting Pkg @ Folder Connection

@ SDK Connection (Color)

2. Setup overview
MAC — Setup the Mac system with KIP PPD and point it to an LPD/LPR Printer to the KIP IP address and

Queue name “KIP”.

KIP KCS(at the printer) — configure the Print Parameters for LPD/LPR Queue name: “raw”

3. Printing overview
Mac — Print to the Mac printer object configured for one of the Queue names.

KIP KCS (at the printer) — By reading the LPD/LPR Queue name in the header, the KCS will automatically use
the configured Print Parameters to convert and print the PS data coming from the Mac system.

No part of this publication may be copied, reproduced or distributed in
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Macintosh Printer Setup

The following steps will walk you through the procedure for setting up a Macintosh system for TCP/IP printing.
These steps apply to Macintosh OS X:

Step | Action lllustration
1. | Adding the KIP PPD to the Macintosh system:
Locate the KIP PPD (Page Definitions) stored

. | ¥
G )= ) » Windows Diver 3% + 550 WPD »
= == —— ———— —

with the Windows Driver Package on the KIP | Ognies inhuimibuy x| Scath s Bun Moot
Software Operation Guide Disk or contained in At s ——
the Windows Driver installer when downloaded % opte e e
from the KCS via PrintPro.Net (KCS address of | oo R s
the printer). Place this on a flash drive or copy e e i

it to the desktop of the Mac system. 3 Ui =l

A ligsystemb.cat
o] KipSystemK.inf

2 Documents

| e &) koScpLanguage.resourcesdil
i Pictures #| Microsoft Practices. Servicel ocation.dil
Rodouts 4 pScplanguageresources.dil
8 videor ] ruSeplanguage resources.dil
o] Scplanguage.dil
/B Computer

] Scplocalization.dil

P +
& os(cy /-Tamm T
s lomegs HOD (E) e Z] SYSKMONC ppd 7/
# BLUTO (\DSVROILS03) L) W v

2. | Copy the PPD file into the following folder:
/Library/Printers/PPDs/Contents/Resources

3. | On the desktop open the System Preferences.

-
System Preferences

TSE®

4. | Once the System Preferences folder is open

800 System Preferences

" H ” RN
select the “Print & Scan” icon. — O
Personal
G= ® 8 @ o @ @8
General Desktop & Dock Mission Language Security Spotlight  Notifications
Screen Saver Control & Text & Privacy
Hardware
o L 5 | &
CDs &DVDs  Displays Energy Mouse Trackpad | Print &Scan | Sound

Saver
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Step Action lllustration

5. | Once the Print & Scan folder is open select the — — B _
Add a printer button (+) er e C—

irter on v retwarc

CH

ek bt o i, o 8¢ VSR S | 078 ki ey

Dafust paper size 8413300

[ T T T prpe——

6. | From the available menu select the “Add fon g -
Printer or Scanner” '

= Qe Print Queve.

T | Ot & Supslin

Shase this privte on Tae network | Stasg faferences
.

HP Desigiiet TIS00p (S4RFDA] B Lu 500
I Ot Peo X5 T MIP (14A134]
Samsung ML-2250 (Samsung_ML- 22500

Ok ke g

7.| Once the Add Printer or Scanner window
opens select IP tab at the top and fill in the
necessary information. System K
Address — IP Address of printer

Protocol — Line Printer Daemon — LPD o . - e
Queue — KIP System K - use “raw” as the = =908

Queue Name (raw will be lowercase). o (e

Non System K - use “kip” as the b B

Queue Name (kip will be lowercase). e [
Name — Auto populates with the IP Address, e ol for g aveoe
can be changed to a unique printer name (i.e. —
KIP860) e
Use — Browse to the KIP .PPD file located in [ cusicne s - S
the root of the KIP Windows driver folder.
Note: see section 3 for Configuring Queue.

Non- System K

ST

Address: |10.10.1.155
Wald and compiele address
Protocol: | Line Printer Daemon - LPD

[
Queue: | kip
Leave blank for default gueve.

Mamae: 10.10.1.155
Location:
Use: | Ceneric PostScript Printer
The selected prister saftware tsn'c from the manufacturer and may not 11 vou use o the features of your prisger,

No part of this publication may be copied, reproduced or distributed in
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Step Action lllustration |
8. | Open the Dropdown for “Use” and select ces. it \ie
“Other”

Address: | 10.10.1.155

Valid and complete address.
Protocol: | Line Printer Daemon - LPD

Queve:  kip
Leave blank for default queve.

Name: 10.10.1.155

Locatier 0 select
Usi + Ceneric PostSeript Printer
Generic PCL Printer
Select Printer Software..

9. | Browse to the location of the KIP MAC

.ppd files and select the desired .ppd file. e
Select the SysKColor.ppd if the KIP is a s e e D ) (m- | @ssew .
color printer or SysKMono.ppd if the KIP  wadans compte s e e =
is a Black and White printer. s (A
el D £ Dropbox
Lt bk for delok 4 ) Deskiop
Name: 10.10.1.155 ’;::::::‘ -
Loow [ Ereative Coud Files
Lse: | Other. . e
W sal8tzwad
W dacid432p77
W daci432078

@ dac4izpre
¥ daci432p80
W dacid32pse
W dac:432085
B Al

DEVICTS
) Remote Disc Mw‘
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Step Action lllustration

10.| The “Use” will now display KIP. Select the
Add button to add the printer.

Address: |10.10.1.155
Vakid and complete address.
Protocol: | Line Printer Daemon - LPD

Queue: kp
Leave blank for defauh guews.
MName: 10.10.1.155 —
Location: | Add |
Use:| KIP
11.| This will add the KIP Printer to the list of iy sca
available printers. =
— 0.10.1.155 = Open Print Queve. ..
— w0110 T opiom asupies..
. ;Q‘:I;k.kip.hq Lacatlon
e ® e, Default Wind: W8
Seatus:  idle
Share this printer on the network | Sharing Preferences.
Default printer: | 7970k kip.ha
Default paper size: | B41x500
Hﬁ Click the lock 1o prevent fusther changes. 2
12.| Color Matching — in some versions of the [
MAC OS it may be necessary to choose Printer: (demo-850 -
“Color Matching” and “In Printer” in the o T _

print dialog, otherwise all prints are
monochrome prints.

Copies: ™ Collated

Pages: @) All
O From: |1 to: |1

Paper Size: | JIS_A4_210x297 B 21,00 by 29,70 cm

i
Orientation: @ '

<
[ Color Matching M

(O Colorsync (4 In Printer

No part of this publication may be copied, reproduced or distributed in
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3. Configuring the Print Parameters for the Queue Name on the KIP
KCS for Mac and Unix printing

The Queue name and parameters are very important and need to be configured by using KIP Print Pro or KIP
PrintPro.NET. This will allow the queue to be configured with all of the desired settings by creating a Template. This
template once named and saved will be the queue name used. The below steps show the creation of a print queue using
KIP Print Pro.

Step Action [llustration

1.| Open KIP PrintPro.Net and add a file (this

will make all of the buttons active). KIP KIP-870-KTC
B ovc) B oo e e e B
s B R —— S S
2.| Make the necessary changes to create
the queue with the options necessary. Sets: Copies
Example: 1 O Dk ; Eh—
e Change number of copies to 2. - Collste STy
e Change Scaling to DFit (24x36 Copies
Fit)

File Hame File Size
D4 ARCH B« 12418 Cinlzorpdl | 352WE

e}

No part of this publication may be copied, reproduced or distributed in
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Step Action lllustration

3.| Save this template. This saved Template
name will become the QUEUE Name. Pease specly the tempite name

Queue names are case sensitive and have to 24x35Fit 2Copie]
be entered correctly so if possible keep the
gueue name simple.

oK Cancel

4. | From the Macintosh/Unix side when jobs are 2 Copies @ 24x36 Scaled to Fit
sent to the queue name of 2436Fit_2copies
the user will receive 2 copies printed at
24x36 scaled to fit.

No part of this publication may be copied, reproduced or distributed in
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4. Configuring the Print Parameters for Black and White printing on a
Color KIP

The Queue name and parameters are very important and need to be configured by using KIP ImagePro (if a Windows PC
is available) or KIP PrintPro.NET. This will allow the queue to be configured with all of the desired settings by creating a
Template. This template once named and saved will be the queue name used. The below steps show the creation of a
print queue using KIP PrintPro.Net.

Step Action [llustration
1.| Open KIP PrintPro.Net and add a file (this
will make all of the buttons active). KIP KIP-870-KTC

BB b o

famwa Wb, || Come

2.| Make the necessary changes to create

the queue with the options necessary.
HOME I BASIC I SORT 1 files 1 pages selected ) [l
Example:
Select All
e Change the Color Mode from Select None Eh @ ﬁ m
Automatic to Black and White. Invert WITEr o REEE O | ST BT ) SEIE
Selection SR W] Blsck and White
Print File Hame -
v 00 - ARCH D - 2436 - Strug! W Gy
[l Color Mode
Auto

No part of this publication may be copied, reproduced or distributed in
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Step Action lllustration

3.| Save this template. This saved Template
name will become the QUEUE Name. Please specify the tempiate name

Queue names are case sensitive and have to
be entered correctly so if possible, keep the
gueue name simple.

BlackandWhite

OK Cancel

4.| From the Macintosh/Unix side when jobs are
sent to the queue name of BlackandWhite
the output will be black and white.

KIP 70 SERIES

KIP 800 SERIES
COLOR PRINT STSTENS
[t

No part of this publication may be copied, reproduced or distributed in
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5. Printing from Adobe

Below are basic steps for sending a file from Adobe to the KIP printer using the newly installed KIP MAC

driver.

Step

1.

Action

Open Adobe and select a file to be printed. Select

the Printer Icon.

lllustration

[ Nals)

T =) =] [1 L |7 [=1] ] =

American Lager

The Great

Tools | Fill & Sign = Comment

When the Printer window opens select the IP
Address of the KIP. Set the number of copies if

necessary.

Print

Printer: | 10,101,155

Copies: | L

i1 | Advances

Pring in grayscale (black and white}

Pages to Print

Page Sizing & Handling (1)
E:-] Size

(2 Fin
_) Actual size

Orsentation:

O]

. Landscape

Summarize Comments

Move Optians.

[ muieipie

[E sosider

| WY poster

Shrink oversized pages
Custom Scale: 10 =

Choate papsr source by POF page size

Aurg portrainflandscape
Porerain

Page SHtun... Prnbr..

Comments & Farms
@) Dusument

Scale. 168%

1969 x 33,11 Inches

Page 1af 1

canc

Select the Print button

Print

Priemer: | 10.10.1.153 |

Coples: |1 Print in grayicale (black and white)
Pages to Print
(= Al Document
Current page
Pages 1
®  More Oations Seale; LGE%

Page Sizing & Handiing (5}

L_-i sie | QY poster  ||[{] momipe ([F sookie
= it

Actual size

Shrink cvervined pages

Cuztom Scale: 3 %

Advanted

Choose paner source by POF page size

Grientatian

(=) Auto portrait/landscape
Boetrah
Landseaps

Page Setup... Priner...

Comments & Farma

Summarize Comments

19,69 x 33.11 Inches
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